
PCCA POWER CONNECT CARD

DS200PCCAG1A_ _ thru DS200PCCAG10A_ _

CONTENTS

Safety Symbol Legend ....................................................1
Functional Description ...................................................1

Board Groups ................................................................1
Application Data .............................................................2

Board Hardware ............................................................2
Configurable Jumpers (JP) ............................................2
Board Connectors ..........................................................2

Renewal/Warranty Replacement...................................8
Board Identification.......................................................8
Warranty Terms.............................................................8
Warranty Parts And Service ..........................................8
Procedure For Replacing Boards ...................................8

SAFETY SYMBOL LEGEND

Indicates a procedure, practice,
condition, or statement that, if
not strictly observed, could re-
sult in personal injury or death.

Indicates a procedure, practice,
condition, or statement that, if
not strictly observed, could re-
sult in damage to or destruction
of equipment

NOTE Indicates an essential or important procedure,
practice, condition, or statement.

FUNCTIONAL DESCRIPTION

This equipment contains a potential hazard of
electric shock or burn. Only adequately
trained persons who are thoroughly familiar
with the equipment and the instructions
should install or maintain this equipment.

INTRODUCTION

The DS200PCCA Power Connect Card (PCCA) provides
an interface between the drive’s control circuitry and the
SCR power bridge.

The PCCA board uses pulse transformers to provide gate
drive to the SCR bridge. For low-to-medium horsepower
controllers, the PCCA board also includes snubber circuits
to control spikes across the ac lines, dc bus, and gate driv-
ers. For higher horsepower controllers, some or all of the
snubber circuits are omitted from the PCCA board, and
are located elsewhere in the system.

BOARD GROUPS

The PCCA board has ten group numbers. The group num-
ber used in a system is determined by the system voltage,
frame size, and whether the system uses regenerative or
non-regenerative power conversion. Table 1 summarizes
the applications of the various PCCA board group num-
bers.

These instructions do not purport to cover all details or variations in equipment, nor to provide every possible contingency to be met
during installation, operation, and maintenance. If further information is desired or if particular problems arise that are not covered
sufficiently for the purchaser’s purpose, the matter should be referred to GE Industrial Control Systems.

This document contains proprietary information of General Electric Company, USA and is furnished to its customer solely to assist that
customer in the installation, testing, operation, and/or maintenance of the equipment described. This document shall not be reproduced
in whole or in part nor shall its contents be disclosed to any third party without the written approval of GE Industrial Control Systems.

WARNING

WARNING

CAUTION

GEI-100161B
(Supersedes GEI-100161A)
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The armature voltage scaling depends on which PCCA
board group number is used:

• G1, G7, G9 – Regenerative, 240 – 630 volts

• G2, G8, G10 – Non-regenerative, 240 – 700 volts

The PCCA board has four wire jumpers, designated JP1,
JP2, WP3, and WP4 that select system voltage and deter-
mine snubber capacitor connections.

APPLICATION DATA

BOARD HARDWARE

The PCCA board includes configurable jumpers and
wiring plug connectors (there are no LEDs, fuses,
testpoints, or switches) as part of the board. These items
are described in the following paragraphs of this section.

CONFIGURABLE JUMPERS (JP and WP)

The PCCA board has four wire jumpers, designated JP1,
JP2, WP3, and WP4.

Jumpers JP1 and JP2 must be connected to the appropri-
ate stab terminals P3 through P10, as determined by the
card group number and system voltage. Jumpers WP3 and
WP4 are used to connect stab terminals P2A to P2B, and
P1A to P1B, respectively. These jumpers are used to se-
lect whether the PCCA snubber capacitors are connected
to the same point on the power bridge as the voltage feed-
back channel.

Figure 1 shows the layout of the PCCA board, including
the locations of the stab terminals. Table 2 lists and
defines the placement of the wire jumpers for various
PCCA board group numbers and system voltages.

BOARD CONNECTORS

The PCCA board sends forward and reverse gate pulse
signals to the SCR bridge via twelve plug connectors,
1RPL − 6RPL and 1FPL − 6FPL, and communicates with
the power supply board via one additional plug connector,
5PL. See Figure 1 for an PCCA board layout diagram
showing the locations of these connectors and see Tables
4 and 5 for the signal descriptions of the connectors.

Table 1.  PCCA Power Connect Card Group Applications

Board Group G1, G2 G3, G4 G5, G6 G7, G8 G9, G10

Snubbers Ac & dc Dc only None & no
attenuation
string

Ac & dc Dc only

Frames C, G Not Used J, K, M C, G J, M

Power Supply
Board

DCFB N/A DCFB SDCI SDCI

Ac Volts ≤600 V rms N/A ≤1500 V rms ≤600 V rms ≤600 V rms

Fuses Line N/A Leg Line Leg

Reactors Line N/A Leg Line Leg

Bus Transformer Separate or
common

N/A Separate or
common

Separate or
common

Separate or
common
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Figure 1.  PCCA Card Layout Diagram

Table 2.  PCCA Card Adjustable Hardware

Revision Name Description and Setting

All JP1 Groups 1, 7, 9 only

Used in conjunction with JP2 for these group boards to select dc armature voltage range (see
JP2, Groups 1, 7, 9)

Pos. Voltage
3.8    240 V dc; Also connect JP2 P6–P9
3.4    290 V dc; Also connect JP2 P5–P6
7.8    500 V dc; Also connect JP2 P9–P10
4.7    550 V dc; Also connect JP2 P5–P10
3.7    370 V dc; Also connect JP2 P6–P10
4.8    580 V dc; Also connect JP2 P5–P9
0       630 V dc; Leave all P3–P10 open

All JP2 Groups 1, 7, 9 only

Used in conjunction with JP1 for these group boards to select dc armature voltage range (see
JP1, Groups 1, 7, 9)

Pos. Voltage
6.9    240 V dc; Also connect JP1 P3–P8
5.6    290 V dc; Also connect JP1 P3–P4
10.9  500 V dc; Also connect JP1 P7–P8
10.5  550 V dc; Also connect JP1 P4–P7
10.6  370 V dc; Also connect JP1 P3–P7
5.9    580 V dc; Also connect JP1 P4–P8
0       630 V dc; Leave all P3–P10 open
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Table 2.  PCCA Card Adjustable Hardware — Continued

Revision Name Description

All JP1 Groups 2, 8, 10 only

Used in conjunction with JP2 for these group boards to select dc armature voltage range (see
JP2, Groups 2, 8, 10)

Pos. Voltage
3.8    240 V dc; Also connect JP2 P6–P9
3.4    350 V dc; Also connect JP2 P5–P6
7.8    390 V dc; Also connect JP2 P9–P10
4.7    500 V dc; Also connect JP2 P5–P10
3.7    550 V dc; Also connect JP2 P6–P10
4.8    595 V dc; Also connect JP2 P5–P9
0       700 V dc; Leave all P3–P10 open

All JP2 Groups 2, 8, 10 only

Used in conjunction with JP1 for these group boards to select dc armature voltage range (see
JP1, Groups 2, 8, 10)

Pos. Voltage
6.9    240 V dc; Also connect JP1 P3–P8
5.6    350 V dc; Also connect JP1 P3–P4
10.9  390 V dc; Also connect JP1 P7–P8
10.5  500 V dc; Also connect JP1 P4–P7
10.6  550 V dc; Also connect JP1 P3–P7
5.9    595 V dc; Also connect JP1 P4–P8
0       700 V dc; Leave all P3–P10 open

AAA–AAZ JP1 Group 5 only

Used in conjunction with JP2 for these revision and group boards to select dc armature voltage
range (see JP2, Group 5, revision AAA–AAZ)

Pos. Voltage
3.8    240 V dc; Also connect JP2 P6–P9
3.4    290 V dc; Also connect JP2 P5–P6
7.8    500 V dc; Also connect JP2 P9–P10
4.7    550 V dc; Also connect JP2 P5–P10
3.7    370 V dc; Also connect JP2 P6–P10
4.8    580 V dc; Also connect JP2 P5–P9
0       630 V dc; Leave all P3–P10 open

AAA–AAZ JP2 Group 5 only

Used in conjunction with JP1 for these revision and group boards to select dc armature voltage
range (see JP1, Group 5, revision AAA–AAZ)

Pos. Voltage
6.9    240 V dc; Also connect JP1 P3–P8
5.6    290 V dc; Also connect JP1 P3–P4
10.9  500 V dc; Also connect JP1 P7–P8
10.5  550 V dc; Also connect JP1 P4–P7
10.6  370 V dc; Also connect JP1 P3–P7
5.9    580 V dc; Also connect JP1 P4–P8
0       630 V dc; Leave all P3–P10 open

ABA–Pres JP1, JP2 Group 5 only

Jumpers deleted. Voltage attenuator strings and jumpers no longer used on Group 5 boards.
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Table 2.  PCCA Card Adjustable Hardware — Continued

Revision Name Description

AAA–AAZ JP1 Group 6 only

Used in conjunction with JP2 for these revision and group boards to select dc armature voltage
range (see JP2, Group 6, revision AAA–AAZ)

Pos. Voltage
3.8    240 V dc; Also connect JP2 P6–P9
3.4    350 V dc; Also connect JP2 P5–P6
7.8    390 V dc; Also connect JP2 P9–P10
4.7    500 V dc; Also connect JP2 P5–P10
3.7    550 V dc; Also connect JP2 P6–P10
4.8    595 V dc; Also connect JP2 P5–P9
0       700 V dc; Leave all P3–P10 open

AAA–AAZ JP2 Group 6 only

Used in conjunction with JP1 for these revision and group boards to select dc armature voltage
range (see JP1, Group 6, revision AAA–AAZ)

Pos. Voltage
6.9    240 V dc; Also connect JP1 P3–P8
5.6    350 V dc; Also connect JP1 P3–P4
10.9  390 V dc; Also connect JP1 P7–P8
10.5  500 V dc; Also connect JP1 P4–P7
10.6  550 V dc; Also connect JP1 P3–P7
5.9    595 V dc; Also connect JP1 P4–P8
0       700 V dc; Leave all P3–P10 open

ABA–Pres JP1, JP2 Group 6 only

Jumpers deleted. Voltage attenuator strings and jumpers no longer used on Group 6 boards.

All WP3 Groups 1, 2, 7–10 only

Separate/tie board snubbers and VFBK to same/different point(s)
WP3 and WP4 are wire jumpers on the PCCA board that are connected between stab
terminals P2A–P2B and P1A–P1B, respectively. If these jumpers are present, the card snubber
capacitors are attached to the same point on the bridge as the voltage feedback channel. WP3
& WP4 may be removed if the card snubbers and voltage feedback channel need to be
connected to different bridge points.

Jumper IN Connect snubbers & voltage feedback channel to same point
Jumper OUT Separate snubbers & voltage feedback channel

All WP4 Groups 1, 2, 7–10 only

Separate/tie card snubbers and VFBK to same/different point(s)

Jumper IN Connect snubbers & voltage feedback channel to same point
Jumper OUT Separate snubbers & voltage feedback channel
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Table 3.  PCCA Card Stab Terminal Connections

Stab Card Group No. Description

P1 G1, 2, 7 – 10 Positive dc bus.

P1A, P1B G1, 2, 7 – 10 Positive dc bus voltage feedback. When wire jumper WJ3 is connected between
these terminals, the card snubber capacitors are connected to the same point on
the bridge as the voltage feedback channel (see Table 2).

P2 G1, 2, 7 – 10 Negative dc bus.

P2A, P2B G1, 2, 7 – 10 Positive dc bus voltage feedback. When wire jumper WJ4 is connected between
these terminals, the card snubber capacitors are connected to the same point on
the bridge as the voltage feedback channel (see Table 2).

P3 – P10 G1, 2, 7 – 10 Voltage feedback scaling resistor connections (see Table 2).

DCS G1, 2, 7 – 10 To dc snubber circuit.

1ACS – 6ACS G1, 2, 7, 8 To ac snubber circuits.

Table 4.  Connectors 1FPL Through 6FPL and 1RPL* Through 6RPL*,
Output from PCCA Card to SCR Bridge

Connector Pin No. Description

1FPL – 6FPL _FPL-1 Forward gate pulse to corresponding SCR (red wire).

_FPL-2 Forward gate pulse to corresponding SCR (white wire).

1RPL – 6RPL* _RPL-1 Reverse gate pulse to corresponding SCR (red wire).

_RPL-2 Reverse gate pulse to corresponding SCR (white wire).

* Reversing bridges only.

Table 5.  Connector 5PL,
I/O Between DCFB Board and PCCA Card

Pin No. Nomenclature Description

5PL-1 A6F Drives cell 6F gate pulse transformer 

5PL-2 P24 +24 volt output 

5PL-3 A5F Drives cell 5F gate pulse transformer 

5PL-4 P24 +24 volt output 

5PL-5 A4F Drives cell 4F gate pulse transformer 

5PL-6 P24 +24 volt output 

5PL-7 A3F Drives cell 3F gate pulse transformer 

5PL-8 P24 +24 volt output 
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Table 5.  Connector 5PL,
I/O Between DCFB Board and PCCA Card — Continued 

Pin No. Nomenclature Description

5PL-9 A2F Drives cell 2F gate pulse transformer 

5PL-10 P24 +24 volt output 

5PL-11 A1F Drives cell 1F gate pulse transformer 

5PL-12 P24 +24 volt output 

5PL-13 A1R* Drives cell 1R gate pulse transformer 

5PL-14 P24 +24 volt output 

5PL-15 A2R* Drives cell 2R gate pulse transformer 

5PL-16 P24 +24 volt output 

5PL-17 A3R* Drives cell 3R gate pulse transformer 

5PL-18 P24 +24 volt output 

5PL-19 A4R* Drives cell 4R gate pulse transformer 

5PL-20 P24 +24 volt output 

5PL-21 A5R* Drives cell 5R gate pulse transformer 

5PL-22 P24 +24 volt output 

5PL-23 A6R* Drives cell 6R gate pulse transformer 

5PL-24 P24 +24 volt output 

5PL-25 DCN Test attenuation (negative)

5PL-26 DCP Test attenuation (positive)

* Reversing bridges only.

DS 200 PCCA G# A A A
A board revision (artwork change) that is backward compatible.

A board revision (functional change) that is backward compatible.

A board revision (functional change) that is not backward compatible.
Essentially a new catalog number.

A group, or variation, of a particular board.

Board functional acronym.

Indicates that the board does not contain firmware. (215 indicates the
board contains firmware and/or other components added to the base level
board.)

Identifies GE Industrial Control Systems.

Figure 2.  Sample Board Part Number, DS Series


